SAILING DIRECTIONS CORRECTIONS Torquay Roads, S of the harbor entrance, has depths of 8
to 11m, sand and shells. Although the holding ground is
PUB 191 8 Ed 1996 LAST NM 3/00900d, this anchorage is open to the SE and should not be
Page 23—Lines 13 to 57/R; read: used during strong winds from that direction.

Torbay Harbour is the local name used to include Tor Bay P&ignton Roads, at the W side of the bay, affords

and the harbors of Brixham, Paignton, and Torquay. anchorage in depths of 5 to 10m.
X '9 quay Brixham Roads affords anchorage N or E of the harbor

breakwater in depths of 8 to 9m. However, areas lying up to

Pilotage.—Pilotage is compulsory within Torbay Harbour h .
d g P y Y g@\bout 1 mile NE and 0.4 mile NNE of the breakwater were

for vessels 36m in length and over or 75 nrt and over. Pilot !
board vessels bound for Brixham and Torquay about 1 milé€Ported (1995/97) to be fouled by wires. .
N of Berry Head. Vessels bound for Tor Bay Anchorage An ancho_rage area for deep-draft vessels lies centered
embark the pilot in position 50°25.0'N 3°25.6'W. about 3.7 miles NE of Berry Head.

Vessels should send an ETA and a request for pilotage 48 (BA NP 27; BA NM 16/99) 14/00
hours in advance to the pilot station (Dencade Brixham). ) )
Vessels should then contact the pilot by VHF (channel 9) aPage 124—Lines 9 to 11/R; strike out.
least 2 hours prior to arrival. (NIMA) 14/00

The station also provides deep-sea pilots for the English
Channel and North Sea. Deep-sea pilots board vessels wittage 124—Lines 33 to 50/R; strike out.
drafts over 18m about 4 miles E of Berry Head. Other (NIMA) 14/00
vessels are boarded in position 50°25.0'N 3°25.6'W.

_Vessels should s_end an ETA and a request for deep-sqy;)age 125—Lines 1 to 19/L: read:
pilotage 48 hours in advance to the pilot station (Dencade
Brixham). Vessels should then contact the pilot by VHF
(channel 9) 2 hours prior to arrival.

There are three ro-ro berths at the W side of Port
Ramsgate (Western Marine Terminal) with depths of 7.5m
alongside. Vessels up to 165m in length and 6m draft can be
accommodated.

Royal Harbour has an entrance, 63m wide, and is
aintained at a depth of 2m. The Commercial Jetty inside
is harbor is 106m long and has a maintained depth of 2.1m.
has a depth of 6m alongside at MHWS when vessels up to
20m in length and 5m draft can be accommodated.

A sandbank frequently forms at the mouth of Royal

2.05 Brixham Harbour (50°24'N., 3°31'W.) is situated
on the S side of Tor Bay and consists of an outer and an inn%
harbor, protected by a breakwater. It has depths of 3 to 6%
and extensive facilities for fishing vessels and yachts. Th(f:t
jetty berth, on the inner side of the seaward end of th
breakwater, is 137m long and has a least depth of 5.1m
alongside. It can accommodate vessels up to 150m in Iengtk|1_|arb0ur after strong NE gales, considerably reducing the
The harbor is no longer used for commercial shipping. depth in the entrance ’

Paignton (50°26'N., 3°33'W.), an extensive resort town, (BA NP 28) ' 14/00
occupies a large area on the W side of Tor Bay and is fronted
by sandy beaches. The small harbor is formed by two jettie

and is used by pleasure craft. A conspicuous promenade pig}age 125—Lines 37 to S0/L; read:
stands close N of the harbor. The Compulsory Pilotage Area includes the port and a

segment extending 3 miles seaward between the bearings of

2.06  Torquay Harbour (50°28'N., 3°32'W.) (World Port 065 and 145° from West Pier Light.
Index No. 35410) is situated on the NW shore of Tor Bay T1he Outer Pilotage Area, which is non-compulsory,
and is protected by two breakwater piers forming anincludes the_ waters outside the _CompL!I_sory Pilotage Area
entrance, 50m wide. The harbor consists of an outer basi®ound by aline joining the following positions:
an inner basin, and an extensive yacht marina. The resort & 51 22.5N, 1 26.8'E. (Near North Foreland Light).
town is situated at the meeting of two deep valleys and ~ P- 51 23.2’N, 1'31.7'E. (Near Elbow Light Buoy).
several prominent buildings stand in it. ¢.51°20.3'N, 1°34.3'E. (Near NE Goodwin Light Buay).
Princess Pier has berths on both sides with a depth of 3.9m  d- 51 13.2N, 1 27.2’E. (Near Deal Bank Light Buoy).
alongside its head. Haldon Pier has a depth of 3.9m _€ 5113.4'N, 124.6'E. (Near Deal Pier Light).
alongside and is used for cargo operations. It can Pilotage is compulsory for all vessels carrying petroleum
accommodate vessels up to 90m in length and 3.6m dratft. products or other hazardous cargo, passenger vessels, and all
There is a regular cargo ferry service between Torquay an4eSsels over 80m in length, except for those exempt by law.
the Channel Islands. The port operates commercially Local pilots board in position 51°20.4'N, 1"30.0°E. _
throughout the year, but such operations are limited durinr?@Vessels requiring a pilot must advise the harbor authority

the summer months when the harbor becomes a yachtingrough the Vessel Traffic Service (VTS) Port Control 12
center. hours before arriving at the pilot station. Vessels should then

confirm the ETA 2 hours before arrival.

Anchorage.—Almost all of Tor Bay, except in the vicinity ~ Pilotage for the River Stour to Ricborough Wharf is not
of The Ridge, affords good anchorage in depths of abouompulsory, but is available by prior arrangement.
11m, mud and clay, sheltered from W winds.
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Note: Ramsgate provides pilots for the NE Spit (Thames The Royal Harbour Signals apply only to vessels bound to
Estuary) pilot boarding area. See Pub. 192 Sailing Directionand from Ramsgate Royal Harbour. When the Royal
(Enroute) North Sea for further information. Harbour Seaward Signals lights are red, such vessels may
not, without permission from the Port Control on VHF, enter
the harbor limits from seaward. When the Royal Harbour
Signals lights are red, such vessels may not, without

A Vessel Traffic Service (VTS) system is established inﬁerrgission from the Port Control on VHF, leave the Royal
arbour.

the vicinity of the harbor and is operated by Ramsgate Port In each case, a green signal indicates that vessels may
Control Center. It controls navigation within the port area roceed into the harbor limits or out of the Royal Harbour, as
and provides advice and marine information to vessels in th pplicable ’
pilotage areas. I - - The above signals are augmented by the Ferry Terminal

All vessels navigating within the harbor limits and \,ement signal which will be displayed when a ferry
approaches must maintain a continuous listening watch foﬁmvement is in progress. While this signal is displayed, no
Ringsgiﬁfoigg S:;Stg?lrzn Jﬁn': Czar}{z)?lrm.st report to thevessel, other than the ferry moving, may, without permission

Y 9 gap P from the Port Control on VHF, enter the harbor limits from

Port Control on VHF channel 14, or by telephone, as per th eaward, leave the Royal Harbour, or move from or to any
pilotage directions, 12 hours and 2 hours prior to arrival atberth or blace within the Western F,erry Terminal

the pilot boarding position. :
All inbound vessels over 20m in length and not requiring a (BANM 4/00; BA NP 287) 14/00

pilot must report to the Port Control on VHF or by telephone
as follows:

1. Conventional vessels:

a. 1 hour before Point Romeo (See Note 3).

b. 30 minutes before Point Romeo (See Note 1).

c. At Point Romeo (See Note 2).

d. Entering the channel.

e. Vessel secure.
2. High Speed Craft:

a. 30 minutes before Point Romeo (See Note 3).

b. At Point Romeo (See Note 2).

c. Entering the channel.

d. Vessel secure.
Note 1. Vessels must advise the VTS of any
circumstances which may affect the maneuvering
capability and also the number of any Exemption
Certificate.
Note 2. Vessels must obtain permission to proceed into
the channel or to leave a berth.
Note 3. Vessels should keep a listening watch on VHF
channel 14 from this time until secure.

Point Romeo is defined as any point on a circle with a
radius of 2.5 miles centered midway on a line extending
between the channel entrance buoys (Nos. 1 and 2).

Vessels requiring tug services in the Ferry Terminal (New
Port) or the Royal Harbour should send a request at least 3
hours in advance by VHF channel 14, fax, or telephone.

Regulations

Page 125—Lines 1 to 13/R; strike out.
(NIMA) 14/00

Signals

The International Port Traffic Signals exhibited above the
Port Control Building on the East Pier have the following
characteristics:

1. Royal Harbour Seaward Signals—Three vertical red
or green lights facing seawards.

2. Royal Harbour Signals—Three vertical red or green
lights facing into the Royal Harbour.

3. Ferry Terminal Movement Signal—An all-round
flashing orange light.
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